Band Clamps

THE WFC SERIES: A GRAND ROCK EXCLUSIVE CLAMP
• LAP-JOINTS (Step Clamp)
• .030" Gauge Material — Heaviest in the Industry
• 304 Bright Stainless Steel or Aluminized Steel
• Unique Grade 8 Reversible Hardware – One Handed Tightening
• 3", 3.5", 4", & 5" Sizes
• Welded Flap Prevents Leakage at Closing Point
• ONLY AVAILABLE FROM GRAND ROCK
• The Preferred Pre-Formed Clamp

THE STC SERIES: (Super Torque Clamp)
• LAP-JOINTS (Step Clamp)
• .030" Gauge Material — Heaviest in the Industry
• 304 Bright Stainless Steel
• Threaded Block for One Handed Tightening
• 3", 3.5", 4", & 5" Sizes
• Seal Feature Resists Leakage

The PF SERIES
Preformed Clamp
• LAP-JOINTS (Step Clamp)
• Bright Stainless, Polished Stainless, or Aluminized
• Available Pre-Assembled or Individually Boxed
• Available in Nested 10-Pack Bulk Cartons
• 2" to 6" Sizes
Band Clamps

PF Series Preformed Value 10-Pack Nested Clamps

- For all LAP-JOINTS (Step Clamp)
- Reversible Hardware (unique to the bulk performed)
- Lower Cost
- Saves Space
- Available in 3-1/2" to 6" Diameters
- Bright 304 Stainless or Aluminized

Each individual clamp includes all Preformed hardware in a separate poly bag.

Preformed Bulk Clamps come in a compact carton containing 10 clamps nested, & 10 hardware packs.

The EZ Series – Better Clamp

- Flat Seal Clamp
- 2" to 7" Sizes

The FL Series

- Original type of Seal Clamp
- Available in Aluminized & Stainless
- 2" to 6" Sizes
<table>
<thead>
<tr>
<th>TYPE</th>
<th>WIDTH</th>
<th>2&quot;</th>
<th>2-1/4&quot;</th>
<th>2-1/2&quot;</th>
<th>3&quot;</th>
<th>3-1/2&quot;</th>
<th>4&quot;</th>
<th>4-1/2&quot;</th>
<th>5&quot;</th>
<th>6&quot;</th>
<th>7&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>FL Series Alz.</td>
<td>3.375&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>FL-4A</td>
<td>FL-5A</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>FL Series SS</td>
<td>3.375&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>FL-25SS</td>
<td>FL-35SS</td>
<td>-</td>
<td>-</td>
<td>FL-5SS</td>
</tr>
<tr>
<td>EZ Series SS</td>
<td>3&quot;</td>
<td>EZ-2SS</td>
<td>EZ-225SS</td>
<td>EZ-2SS</td>
<td>EZ-35SS</td>
<td>EZ-3SS</td>
<td>EZ-4SS</td>
<td>EZ-4SS</td>
<td>EZ-5SS</td>
<td>EZ-5SS</td>
<td>EZ-6SS</td>
</tr>
<tr>
<td>AS Series Alz.</td>
<td>1.25&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>AS-25A</td>
<td>AS-3A</td>
<td>AS-35A</td>
<td>AS-4A</td>
<td>AS-5A</td>
</tr>
<tr>
<td>AS Series Std. SS</td>
<td>1.25&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>AS-3SS</td>
<td>AS-3SS</td>
<td>AS-4SS</td>
<td>AS-5SS</td>
<td>-</td>
</tr>
<tr>
<td>AS Series Polished SS</td>
<td>1.25&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>AS-4SS</td>
<td>AS-5SSP</td>
<td>AS-6SSP</td>
<td>AS-7SSP</td>
</tr>
<tr>
<td>DuraSeal 409SS</td>
<td>1.25&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>AS-4SSP</td>
<td>AS-5SSP</td>
<td>AS-6SSP</td>
<td>AS-7SSP</td>
</tr>
<tr>
<td>PF Series Alz.</td>
<td>3&quot;</td>
<td>PF-2A</td>
<td>PF-25A</td>
<td>PF-3A</td>
<td>PF-35A</td>
<td>PF-4A</td>
<td>PF-5A</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>PF Series Alz. Bulk</td>
<td>3&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>PF-35ABK</td>
<td>PF-4ABK</td>
<td>PF-5ABK</td>
<td>PF-6ABK</td>
<td>-</td>
</tr>
<tr>
<td>PF Series SS</td>
<td>3&quot;</td>
<td>PF-2SS</td>
<td>PF-25SS</td>
<td>PF-3SS</td>
<td>PF-35SS</td>
<td>PF-4SS</td>
<td>PF-5SS</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>PF Series SS Polished</td>
<td>3&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>PF-35SSP</td>
<td>PF-6SSP</td>
<td>PF-6SSBK</td>
<td>PF-5SSBK</td>
</tr>
<tr>
<td>PF Series SS Bulk</td>
<td>3&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>PF-35SSBK</td>
<td>PF-45SBK</td>
<td>PF-5SSBK</td>
<td>PF-6SSBK</td>
<td>-</td>
</tr>
<tr>
<td>WFC Series Alz.</td>
<td>3&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>WFC-4A</td>
<td>WFC-5A</td>
<td>WFC-5A</td>
<td>WFC-5A</td>
<td>WFC-5A</td>
</tr>
<tr>
<td>WFC Series Stainless</td>
<td>3&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>WFC-3SS</td>
<td>WFC-3SS</td>
<td>WFC-4SS</td>
<td>WFC-5SS</td>
<td>WFC-5SS</td>
</tr>
<tr>
<td>STC Series SS</td>
<td>3&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>STC-3SS</td>
<td>STC-3SS</td>
<td>STC-4SS</td>
<td>STC-5SS</td>
<td>STC-5SS</td>
</tr>
<tr>
<td>PF Series Alz. Butt-Joint</td>
<td>3&quot;</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>PF-3ABT</td>
<td>PF-4ABT</td>
<td>PF-5ABT</td>
<td>PF-5ABT</td>
<td>-</td>
</tr>
</tbody>
</table>
# Saddle Clamps

**ROUND BOLT OPEN SADDLE**  
(Economy)

**ROUND BOLT CLOSED SINGLE SADDLE**  
(Good)

**ROUND BOLT CLOSED DOUBLE SADDLE**  
(Better)

**FLAT BOLT CLOSED DOUBLE SADDLE**  
(Best)

### DIA. | ROUND BOLT OPEN SADDLE (PLAIN STEEL) | HD GUILLOTINE SINGLE EDGE SADDLE (ZINC PLATED) | HD GUILLOTINE SINGLE EDGE SADDLE (CHROME) | ROUND BOLT HD WELD SADDLE (ZINC PLATED) | FLAT BOLT HD WELD SADDLE (ZINC PLATED) | FLAT BOLT HD WELD SADDLE (CHROME)  
--- | --- | --- | --- | --- | --- | ---  
1.875" | RO-178P | — | — | — | — | —  
2" | RO-2P | RB-2ZN | — | — | — | —  
2.25" | RO-225P | RB-225ZN | — | — | — | —  
2.5" | RO-25P | RB-25ZN | — | — | — | —  
2.75" | RO-275P | RB-275ZN | — | — | — | —  
3" | RO-3P | RB-3ZN | RB-3C | HD-3ZN | — | —  
3.5" | RO-35P | RB-35ZN | RB-35C | HD-35ZN | — | —  
4" | RO-4P | RB-4ZN | RB-4C | HD-4ZN | FB-4ZN | FB-4C  
4.5" | RO-45P | RB-45ZN | — | — | — | —  
5" | RO-5P | RB-5ZN | RB-5C | HD-5ZN | FB-5ZN | FB-5C  
6" | — | RB-6ZN | RB-6C | — | FB-6ZN | FB-6C  
7" | — | — | — | — | — | FB-7C